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Highlights

•	 Boost 3G/4G signal strength and extend WiFi range

•	 Deliver 802.11ac dual band WiFi performance

•	 Share connection wirelessly or over USB and Ethernet

Overview

Transform your NETGEAR AirCard mobile hotspot into a powerful LTE router with this AirCard Smart Cradle. With high-gain internal 
and external antennas, 1 USB port and 5 Ethernet ports, you can maximize the power of your mobile WiFi network and get the 
ultimate range and performance you need for your home and office.

Key Features

•	 Boost 3G/4G signal strength for increased speeds and performance

•	 Four Gigabit Ethernet ports add router functionality to your mobile hotspot

•	 Ethernet WAN with failover to Mobile WAN offers the reassurance of always-on connectivity

•	 High-gain internal and external antennas

•	 ReadySHARE USB—One USB 3.0 port for fast wireless sharing

Network Diagram Get Started in Just a Few Steps

1.	Connect the charging cradle cable to the AC charger.

2.	Insert the AC charger into an electrical outlet.

3.	Insert your hotspot into the charging cradle.

4.	Adjust the back support to accommodate your hotspot.

5.	(Optional) Connect the Ethernet cable into the 
Ethernet port on the back of the cradle.

Scan to learn more
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This product comes with a limited warranty that is valid only if purchased from a NETGEAR authorised reseller.

*Basic technical support provided for 90 days from date of purchase when purchased from a NETGEAR authorised reseller.

**The software and user experience may vary based on the mobile hotspot model used with the Smart Cradle. AirCard mobile hotspots with an extended battery are also supported.

Intended for indoor use only. Valid for sale in EU member states, EFTA states, Switzerland.

NETGEAR, the NETGEAR Logo, AirCard, NETGEAR genie and ReadySHARE are trademarks of NETGEAR, Inc. Any other trademarks mentioned herein are for reference purposes only. 
©2016 NETGEAR, Inc. All rights reserved.

NETGEAR, Inc. 350 E. Plumeria Drive, San Jose, CA 95134-1911 USA, www.NETGEAR.com/support		  D-DC112A-0

NETGEAR INTL LTD, Building 3, University Technology Centre, Curraheen Road, Cork, Ireland

Package Contents

• NETGEAR AirCard Smart Cradle (DC112A)

• Two detachable dual band WiFi antennas

• AC charger

• Quick Start Guide

Physical Specifications

• Dimensions: 
157.0 (H) x 230.4 (L) x 148.75 (W) mm

• Weight: 800 g

Compatible Models**

• AirCard 810S (AC810S)

• AirCard 790S (AC790S)

• AirCard 785S (AC785S)

Built-In Antenna Frequency  
Bands Supported

• 4G LTE: 700/800/850/900/1800/ 
2100/2300/2600 MHz w/2x2 MIMO

• 3G HSPA+ DC: 850/900/1900/2100 MHz

• 2G: 900 /1800 MHz

Warranty

•	 www.netgear.com/warranty

Support

•	� 90-day complimentary technical support*
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